The power plant has been created with turbine ventilator as a source of electrical energy for lighting. Voltage generator generated when wind speed between 0 m/s up to 6 m/s with no given load is between 0 volts up to 8.38 volts. Generator-generated electricity can be utilized in everyday life after going through several processes like converting the voltage from DC to AC by using a DC to AC inverter and increasing the AC voltage to a 220-volt voltage using a transformer. In this study using 5 watts LED lamp that can be used to help to light.
Introduction
Many methods are used as an electricity source that has been conducted as in the journal entitled power generation roof ventilator [1] , electric power generation by using roof top turbine ventilator [2] , performance of wind turbine ventilator as electrically generator in boat fishing [3, 7] , fundamentals of wind energy [4] , wind power plant with thermal energy storage for improving the utilization of wind energy [5, 8] , Wind and Ventilation Turbine (WVT) Generator [6, 9] , but from the methods that have been done, some are using ordinary propellers which certainly require a stronger wind gust than a turbine. Then some are already using a turbine, but the voltage generated is limited to DC voltage with a voltage of about 5 volts. In addition, there have been used turbines that are equipped with storage on the battery and converter from DC to AC current. But in this method, the storage voltage on the battery is not equipped with automatic storage, so that when the battery is full it will continue to be supplied with an inlet voltage as the turbine spins. This will greatly affect the use of battery life that will certainly have a bad impact on the battery. In this research has succeeded to make power plant by using turbine ventilator and battery as a storage place of voltage, as well as automatic charger circuit on battery and converter DC to AC. In addition, the selection of turbine used in this research is the advantage of turbine ventilator than wind turbine that rotates horizontally is not necessarily require a high place to be able to rotate the turbine hood, and can also be installed on the roof of the house with its function is to reduce the hot air inside or under the turbine the wind is brought out so that the air inside is not too hot. The design of power plants with turbine ventilator as a generator drive is expected to increase the availability of electrical energy for the future. In the present study discussed in part 2 of the series of voltage chargers produced by the turbine ventilator, section 3 discusses the results and discussion and section 4 discusses the conclusions.
Research Methods
The charger circuit is used to process battery charging or battery safely. Therefore, it will not damage the battery cell or battery when the battery is full. The schematic of the charger circuit is shown in Figure  1 . 
Results and Analysis
The result obtained in this research is the design of power plant using ventilator turbine as shown in Figure 2 . Step up the DC to DC inverter to raise the voltage from the generator 3. The 12-volt battery as battery or power saver 4. Inverter DC to AC to change from direct voltage (DC) to voltage back and forth (AC) 5. Transformation or transformer to raise power to 220 volts 6. The output of this circuit which will later become the input for electronic equipment The ventilator turbine is able to rotate due to wind velocity factor and the air pressure difference factor inside or below the turbine with the air outside the turbine. The wind gust from the fins of the ventilator turbine can drive the fins and result in the turning off the ventilator turbine. Inside the turbine, ventilator mounted gears that connect the turbine ventilator with a DC generator. The fin form of the turbine hood is designed with one-way rotation. Combining the number of gears in the ventilator turbine with the one at the end of the generator is required to get the number of turns that multiply more between the spin of the generator and the turbine spin of the ventilator. The gear ratio used in the turbine with the gears on the generator is 125 to 10. A lap turbine ventilator will rotate the generator 12.5 times.
Supardi
The generator converts mechanical energy to DC electrical energy. The generator generated voltage is not stable. To stabilize the output of the generator used the MT3608 module with a minimum input of 2 volts. The stabilized voltage will then become the input for the charging circuit. The battery used in this study is a battery with a voltage of 12 Volt. For charging a 12-volt battery requires an input voltage of 13.8 volts. To make a 12-volt output voltage charger to be a 13.8-volt voltage required MT3608 module.
This charging circuit acts as a charger from the battery. If the battery is full then charging will be stopped, and when the battery is not in full condition, it will be refilled. Charging battery will be done if the voltage used is 115% compared with the maximum voltage of the battery.
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Voltage and Current Measurement Data
Results Measurements of voltages and currents generated by generators as in Table 1 to Table 2 with search data each performed five times. 
From Table 1 , the graph of wind velocity data with the voltage shown in Figure 3 . Table 2 , the graph of wind velocity data with the current shown in Figure 4 . From Figure 4 , the generator begins to generate a current or start current in the Avometer when the wind speed that blows the turbine hood is greater than 2 m/s. The maximum average current generated by the generator i.e., at wind speed 6 m/s is 0.13 A. Battery charging data using two categories of wind speed i.e., wind with a speed of 4 m/s and 5 m/s. The time interval when searching data is 30 minutes. The results obtained from the charging battery are shown in Table 3 to Table 4 . From Table 3 , the graph can be made as shown in Figure 5 . Charging graph with wind speed 4 m/s shown in Figure 5 . The initial voltage of the battery is 6.86 volts, then the first 30 minutes rise to 7.67 volts, and continues to increase until completion of the data search for 120 minutes every 30 minutes once the voltage on the battery is recorded. The total increase of the voltage on the battery when 0 minutes to 120 minutes is 1.70 volts. From Table 4 , the graph can be made as shown in Figure 6 . Charging graph with a wind speed of 5 m / s is shown in Figure 6 . The initial voltage of the battery is 6.92 volts. Charging at this speed is the same as the first charging that is 120 minutes long which every 30 minutes of voltage on the battery is recorded. Battery voltage increased by 2.21 volts over 120 minutes. The current and voltage of electric that has been stored in the battery is a DC power, while the output commonly used in homes is the AC voltage, so it takes a DC to AC inverter tool whose function is to convert DC voltage into AC voltage. In addition to DC to AC, inverters are also needed Step-up transformers to increase the output voltage from the DC to AC inverter in accordance with the charging battery or in this case using a 12-volt battery to 220 volts.
Conclusion
Generator-generated electricity can be utilized in everyday life after going through several processes like converting the voltage from DC to AC by using a DC to AC inverter and increasing the AC voltage to a 220-volt voltage using a transformer. In this study using 5 watts LED lamp that can be used to help to light.
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